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4.9 The Information Tab  

The Information tab displays the following system and scanner 
information.  

 
 

The Information tab dialog box 
 
 

The “Report” button： 

If you encounter any error message while using the scanner, 
click the Report button.  A report.txt file (C:\AVxxx) will be 
generated.  Please send this file to the nearest service center 
for trouble shooting.   
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The “Reset Pad Count” button」： 

After scanning approximately 50,000 pages (the number varies 
based on type of scanner) through the Auto Document Feeder 
(ADF), the ADF pad may be worn out and you may experience 
problems with document feeding.  In this case, it is highly 
recommended to replace the ADF pad with a new one. (Please 
refer to the manual for proper replacing procedure.)  For 
ordering the ADF pad, please consult your nearest dealer.  
After replacing the ADF pad, click the “Reset Pad Count” 
button to reset the pad count.  

 

The “Reset Roller Count” button」： 

After scanning approximately 200,000 pages (the number 
varies based on type of scanner) through the ADF, the ADF 
roller may be worn out and you may experience problems with 
document feeding.  In this case, it is highly recommended to 
replace the ADF roller with a new one. (Note the replacement 
of the ADF roller has to be performed only by authorized 
service center.  Therefore, please return your scanner for roller 
replacement.)   After replacing the ADF roller, click the “Reset 
Roller Count” button to reset the roller count.   

Note： 
The lifetime and the replacing procedure vary based on type of 
scanner.  Please consult your nearest dealer for more details.   
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5. ISIS Interface Operation 
 
 
The ISIS driver operation method is similar to the TWAIN’s. 
Every function on the ISIS interface screen is briefly described 
as below: 
 

 
 
 
Mode: Select one of scan modes, including B&W, gray, color 

options. 

Dither: 5 halftone levels available, can be disabled. 

Dots per inch: Select your desired resolution. 

Paper Size: Select your desired paper size. 

Brightness: Adjust your scan image brightness or darkness. 

Contrast: Adjust the range between the darkest and the 
lightest shades in the image. 

Default: Click to reset all settings. 

Area: Select your desired scan area or position. 
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6. Using The Button  
 
 
The convenient buttons on the scanner is shown as below: 

 
 
 

 
 
 

 
 
 
 
 

Function Display 

Function Selector 

The Scan Button 

The Cancel/Stop Button 
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6.1 Installing Button Manager 

To use the buttons on the scanner, you need to install the 
Button Manager.  To ensure the Button Manager work properly, 
please FIRST install Button Manager before installing the 
scanner driver. 
 
Installing the Button Manager is easy.  Insert the supplied CD 
to your CD-ROM drive and follow the instructions on the screen 
to complete the installation of the Button Manager. 

 
Button Manager provides you an easy way to scan your 
document and then link the scanned image to your designated 
software application.  All this can be done by a simple touch of 
the button on the scanner. Yet, before you scan, it is 
recommended to check the button configurations first to ensure 
a proper file format and a destination application.   

6.2 Checking the Button Configurations Before Scanning 

1. Click the Scan button on the scanner. 

2. The Button Panel is displayed in the Windows System Tray 
at the bottom right corner of your computer screen.  

 
 
 

 

This indicates the scanner model 

The Button 
Icon 

The Function 
Icon 

(The number of 
function icons 
vary based on 
type of 
scanner.) 
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The Button Panel 
 
 
 
3. The Button Panel shows the first five scanning buttons.  

Right-click the button (function) you wish to check.  The 
Button Properties window appears. 

 
 

 
 
 
 

The default setting is indicated in highlighted color.  If you 
wish to change the setting, use this window to reset the 
setting for the file format, destination application, or other 
scan settings.  See “Configuring the Button” in the 
subsequent section to reset the settings.   
 

4. Click the OK button to leave the window.  
 
 

Click to select 
options or 
setting. 

The button 
number and 
name. 

The file 
format of the 
scanned 
image. (*The 
options vary 
based on 
type of 
scanner.) 

The scan 
settings for 
the selected 
button. (in 
this case 
button #1). 

The destination 
application. 
(This is the 
application that 
opens after you 
have finished 
scanning.) 
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6.3 Scanning From One Touch of the Buttons   

1. Adjust the paper guide for the width of paper and load the 
document with their tops into the automatic document 
feeder.   

2. Check the number on the LED screen to ensure if you are 
selecting the proper scan settings and destination 
application. (For example, if you want to scan with button 
#4, which open Microsoft Paint and display the scanned 
image in the main window of Microsoft Paint, the LED 
screen should show 4).  

3. Press the Scan button on scanner. 
4. After the scanning is finished, the Microsoft Paint software 

will be launched and the scanned image appears in the 
main window of Microsoft Paint as below.  

 

 
 
Note: 
For details information on how to use the Button Manager, 
please refer to the user’s manual in the supplied CD. 
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7. Care and Maintenance 
7.1 Cleaning the ADF  

Your scanner is designed to be maintenance-free.  
However, it still needs to be cleaned occasionally to ensure 
optimum image quality and performance. 
 
The scanner parts may be contaminated with ink, toner 
particles or paper coatings.  As a result, the scanner needs to 
be cleaned occasionally particularly in the following cases: 

1. Documents do not feed smoothly or easily; 

2. Several documents feed at one time. 

The cleaning procedures  

1. Wet a cotton swab with some isopropyl alcohol. (95%) 

2. Open the ADF unit as shown below and wipe the upper 
feeding roller by moving the swab from side to side.  Rotate 
the roller forward with your finger and repeat the above 
cleaning procedures until the entire roller is cleaned.  Be 
careful not to snag or damage the pick springs. 

3. Wipe the pad in the direction from top to bottom.  Be 
careful not to hook the pick springs. 

4. Close the ADF unit.  Your scanner is now ready for use. 
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   Move the paper guide 

extension in this direction. 
 

 

Move the paper guide in this 
direction. 

 
 
 

                  
 

 ADF Pad

ADF Roller 
Following Roller 
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7.2 Cleaning the Glass 

The procedures  

1)  Soak a cotton swab with some isopropyl alcohol. (95%) 
2) Open the ADF unit and document cover as shown below.  

Wipe the glass of flatbed and ADF area by moving the 
swab from side to side. 

3) Close the ADF unit and document cover. Your scanner is 
now ready for use. 

 
 
 

 
 
 

glass
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7.3 Replacing the ADF detachable pad module 

After scanning approximately 20,000 pages through the ADF, 
the pad spring may be worn out and you may experience 
problems with document feeding.  In this case, it is highly 
recommended to replace the pad module with a new one.  For 
ordering the pad module, please consult your nearest dealer 
and follow the procedure in below to replace it.  

Removing Procedure 

1. Open the ADF front cover. 

2. Remove the ADF detachable pad module by pulling out 
the upper part of the pad clamp as shown in the figure 
below. 

 
 

 
  Move the ADF front cover in 

this direction. 

 

 
Press both arms of the ADF pad. 

 
 

 
              Remove the ADF pad in this direction. 

 

ADF Pad 
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8. Troubleshooting 
 

If you have problems with the operation of your scanner, 
please check the following troubleshooting hints.  
 
8.1 Frequently asked Questions 

 
Question:  Paper becomes jammed during scanning. 
Answer: 1) Open the ADF unit. 
 2) Pull out the jammed paper carefully. 
 3) Close the ADF unit. 
 
 
Question:  More than one sheet of paper were fed into  

the  scanner. 
Answer: 1) Open ADF unit. 
 2) Remove the multi-fed sheets of paper. 
 3) Close the ADF unit. 
 4) Flatten the corners and edges; loosen the  

Paper before reloading it in the paper  
guide. 

5) Check the feeding roller condition and do  
the cleaning if necessary. 
     

Question:  Paper becomes skewed in the scanner. 
Answer: 1) Check the feeding roller condition; do the 

cleaning if necessary. 
 2) Use the paper guide when feeding the  

paper. 
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Question:  When I power on the scanner, it makes noises 

and will not stand ready. 
Answer: There are two possibilities: 
 1) You forgot to remove the shipping lock from 

the   scanner.  Please remove the shipping lock 
first. 

 2) You did not place the scanner on a flat desktop   
surface. This may cause the scanner to function 
improperly. 

Question:  While scanning, the scanner often makes noises 
or it scans back and forth. 

Answer: Please choose lower speed from the TWAIN 
 user interface for low speed PC.  

 
 
Question:  The scanned image always comes out to be  

too dark. 
Answer: 1) Use your application to modify the Gamma 

setting to 2.2 and 1.8 for your printer and 
monitor respectively. 

 2) Adjust Brightness setting from the TWAIN    
 interface to get a brighter image. 

 
Question: The scanner works well except for the line art, 

the lines of which seem much thicker than the 
original. 

Answer: Increase the Brightness or adjust the Threshold 
setting to adjust the line art image.  
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8.2 Technical Service  

 
Before contact Avision, please prepare the following 
information: 

 
 Scanner serial & revision number (located on the bottom of 

the scanner); 
 Hardware configuration (e.g., your host CPU type, RAM size, 

free disk space, display card, interface card); 
 The name and version of your scanning software application;  
 The version of your scanner driver.  

Please call us at: 
 

Headquarter 
Avision Inc. 
No. 20, Creation Road I, Science-Based Industrial Park,  
Hsinchu 300, Taiwan, ROC 
TEL: +886 (3) 578-2388 
FAX: +886 (3) 577-7017 
E-MAIL:  service@avision.com.tw 
Web Site: http://www.avision.com.tw 
 
US and Canada Area  
Avision Labs, Inc. 
6815 Mowry Ave., Newark CA 94560, USA 
TEL: +1 (510) 739-2369 
FAX: +1 (510) 739-6060 
E-MAIL:  support@avision-labs.com 
Web Site:  http://www.avision.com 
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9.  Specifications 
 
 
 
 
 
All specifications are subject to change without notice. 
 

Model Name DF-0510 
Scanner Type  ADF/Flatbed Desktop scanner 

Scanning Mode 42-bit color 
256 shades of gray scale 
Line Art 
Error Diffusion  

Optical Resolution 600 dpi 
Light Source Cold cathode fluorescent lamp 
ADF Scanning Speed 
  

20 PPM  

Scanning Document 
Size 

ADF mode 8.5"x 14"  
Flatbed mode 8.5"x 11.69" 

Interface USB 2.0 
Power Requirements 24Vdc,1.25A  
Power Consumption < 24W 
Operation Temperature 5 °C to 35  °C 
Storage Temperature -40 °C to 60 °C 
Dimension 275 mm x 445 mm x 332 mm 

(WxDxH) 
Weight 5.5 kgs  
 




