


















 

 4-22

 

4.4.2 Other Color Dropout Options 

 
Advanced Processing provides two options that can adjust 
your scanned image in the best optimal result. 
 
Filter 
Threshold 

This value is used to determine the color 
which will be dropped out.  A lower value will 
drop more of the selected color out, while a 
higher value will leave more of the selected 
color in. 

Background 
Level 

The pixel which is higher than the 
background value will be adjusted to the 
lightest point.  Adjust the value for both the 
Filter Threshold and Background Level to 
produce the best optimal result. 
 

Example, slightly adjusting the background value makes 
your text more clear.  
 

 
Original 
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Remove Blue, Threshold: 20, Background: 
255 

 
Remove Blue, Threshold: 20,  
Background Level: 210 
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4.5 The Paper Tab  

The Paper tab allows you to define values relating to image 
output (i.e., Auto Crop or not, Scan Area, OverScan, Multi-Feed 
Detection).  
 

 

The Paper tab dialog box 
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4.5.1 Cropping  

Cropping allows you to capture a portion of the document 
being scanned.  Choice:  Automatic, Fixed to 
Transport, EOP (End of Page) Detection. 

 
Options Description 

Automatic Automatic adjusts the cropping window 
according to different document sizes. Use 
this option for batches of mixed-sized 
documents. 

Fixed to 
Transport 

This feature allows you to define the area 
or zone to be imaged.  Use for batches of 
same-sized documents.  If you select this 
option, you can use the arrow keys to 
define the x and y offset values, width and 
length to redefine your scanned area.  The 
Display window will show image placement 
as you change the values. 

EOP (End of 
Page) 
Detection 

This feature allows you to define the area 
or zone to be imaged.  Use for batches of 
same-width but different length 
documents.  If you select this option, you 
can use the arrow keys to define the x and 
y offset values, width and length to 
redefine your scanned area.  The Display 
window will show image placement as you 
change the values. 
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The following options are only available when Fixed to 
Transport is selected.  

 
 X-Offset — the distance from the left end of the 

scanner to the left edge of the scanning area.  

 Y-Offset — the position from the top end of the 
document to the top end of the scanning area.  

 Width — the width of the scanning area.  

 Length — the length of the scanning area.  

 Center: automatically calculates the x-offset for center-
fed feeding based upon document size selected. 

 — relocate the scan area by click the arrow key on 
the cross sign while retain the scan size.  View the result 
from the Display window.   
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Example： Redefine your scan area ( x-offset: 2.25 inches；y-
offset:1.13 inches) 
 

 
 

 
Original 

 

After Fixed to 
Transport 

 
 

Display  
window 

Scan 
Area 

The Redefined Scan Area 
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4.5.2 Other Paper Selection 

Deskew 

Use this option to automatically deskew a document.   

  
 
 
Scan Area  

Choose your desired paper size with the drop-down list box.  Or 
you may select a custom paper size by clicking the Scan Area 
box and then click Add to include in the choice. 

Choice:  None, US Letter- 8.5”x 11”, US Legal – 8.5” x 14”, 
ISO A4 – 21 x 29.7 cm, ISO A5 – 14.8 x 21 cm, ISO A6 – 10.5 
x 14.8cm, ISO A7 – 7.4 x 10/5 cm, ISO B5 – 17.6 x 25 cm, 
ISO B6 – 12.5 x 17.6 cm, ISO B7 – 8.8 x 12.5 cm, JIS B5 – 
18.2 x 25.7 cm, JIS B6 – 12.8 x 18.2 cm, JIS B7 – 9.1 x 12.8 
cm, Scanner Maximum, Long Page. 

 
Long Page:   
When you need to scan documents whose length exceeds 
scanner maximum, please choose Long Page.  Note if Long 
Page is selected, the Multi-Feed Detection will not be available. 
Options: Unknown Length, Enter Length   (Note: This option 
varies due to type of scanner.)   
 

Note: If the skew angle is 
too great, some of the 
image may be cut off. 
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Choose “Unknown Length” if you have a batch of long page 
document with unknown length. Choose “Enter Length” to 
enter the length and width of your documents or your desired 
scan size on documents.  This is useful when you have a batch 
of documents with the same scan size or a batch of same-sized 
documents. 

OverScan 
Overscan allows you to add a specific margin at top and bottom 
or right and left (Options vary based on the type of scanner) of 
the edge of the image.  This is used to reduce possible corner 
clipping on the skewed images and often applied to a batch of 
skewed document to be scanned in the auto document feeder.  
Select a value between 0 and +5 mm.   Note the overscan 
result will not be shown in the Display window and that the 
availability of the function varies based on type of scanner.  
 
 
Multi-Feed Detection    

Multi-Feed Detection allows you to detect overlapped document 
that go through the auto document feeder.  Multi-Feed usually 
occurs due to stapled documents, adhesives on documents, or 
electro-statically charged document.  Note： The availability of 
the function varies based on type of scanner. 

Additional Length Detection 

Additional Length Detection allows you to define the length of 
document being multi-fed.  This value indicates the additional 
length exceeding your scan area.  The Display window will 
show the size of the document as you change the value.  A 
value of 0 indicates no additional length detection.  The 
Additional Length Detection is best used when scanning same-
size documents in the auto document feeder.   
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Example：Additional Length Detection：Set Additional 
Length to be 2.02 inches 
 

 
 
 

2.02” 
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Ultrasonic Detection 
 
Ultrasonic Detection  allows you to set overlapped document by 
detecting paper thickness between documents.  Note： The 
availability of the function varies based on type of scanner. 
 
 
There are two options available if Multi-Feed is detected.  

 Stop Scanning after Multi-Feed 

If this is selected, the scanner will stop the feeder and 
display the following Warning dialog box if multi-feed is 
detected. 

 

 

Action:   

1. Follow the instruction on the Warning dialog box to 
remove the rest pages on the feeder. 

2. Click OK to close the Warning dialog box. 

3. Scan the rest pages. 
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 Clear the Multi-Fed Paper: 
Choice:  Manual, Auto 

 
If Auto is selected, once multi-feed is detected and scanning 
operation is stopped, the scanner will automatically clear the 
transport of the multi-fed paper.  If manual is selected, once 
multi-feed is detected and scanning operation is stopped, you 
need to manually clear the transport of the multi-fed paper.  
Note:  The availability of this option varies based on type of 
scanner. 
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 Multi-Feed Alarm  

If a wave file is added, the scanner will make a sound 
alarm if multi-feed is detected yet no Warning dialog box 
will be displayed.   

If “Stop Scanning after Multi-Feed” is selected, the scanner 
will stop the feeder.   

If “Stop Scanning after Multi-Feed” has not been selected, 
the scanner will continue to scan till the end of your 
document. 

Action: 

1. If “Stop Scanning after Multi-Feed” is selected, follow 
the action described in the preceding section “Stop 
Scanning after Multi-Feed” on the previous page to 
complete your job. 

2. If “Stop Scanning after Multi-Feed” has not been 
selected, rescan the pages where multi-feed is 
detected. 

 

How to add the sound alarm： 

1.  Click the Browse button on the right side of the speaker 
icon. The Open dialog box appears.  

2.  Choose your wave file.  

3.  Click the Open button.  The wave file is added.  
 

Units 

Defines the primary measurement system.  Inches, 

Millimeters, and Pixels are available.  
 

 



 

 4-34

 

4.5.3 Relative to Document 

 
Relative to Document: (used for batches of same-sized 
documents) 

This option allows you to crop different areas on your 
documents and deliver these images in B&W, Gray, or Color 
separately.  For example, there are applications which require 
you to store the entire document in B&W and a part of the 
document in color to save storage space.  This is useful for 
documents where a photograph, or signature appears in a 
consistent area on the document such as resumes, and so on.   
 
The following procedure describes how to reproduce the entire 
document in B&W and a portion of document (picture) in color.   
 
1. On the Paper tab, choose “Relative to Document” or “Fixed 

to Transport” from the Cropping option. 

2. Choose your scan size from the Scan Area option.  The 
selected scan size will be displayed in a red rectangular 
box.  This is also the scan size of your entire document. 
(For example, ISO B5.  If you have not chosen a scan area 
and leave the selection as None, then the default area will 
be the scanner’s maximum.)  

 

1 

2 A red 
rectangular 
box 
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3. Click the Preview tab to display the Preview window.  A 

black rectangular box appears to indicate the max. scan 
size your have just selected. 

 
 
4. Click the Preview button to view the entire image in low 

resolution to correctly crop your relative scan area.  

 

5. Select image type from the Image Selection box.  The 
selected image will appear in highlighted color. (For 
example, Front Color) 

6. Place your cursor on the Preview window and click your 
left mouse button.  A cross sign will appear as illustrated.  
Create your relative scan size diagonally by dragging the 
left mouse button to your preferable size.  The selected 
area will appear in a red box as illustrated.  

A black 
rectangular 
box 

The selected 
image  

The Preview 
Image 

The Preview 
Button 

The Image 
Selection 

Box 
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7. Check the B&W image from the Image Selection box to 
scan the entire document. 

8. Click the Scan button to start scanning the document in 
two image types and sizes.  (See the result in below.)  

   
   The entire document in B&W     The relative area in color 

 

The 
Relative 
Area  

A Cross 
Sign 
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4.6 The Preview Tab 

 
The Preview tab allows you to preview (a low-resolution scan) 
your image before final scan.  This preview image lets you 
allocate your scan area.  You can choose your scan area by the 
“Scan Area” drop down list box or placing your cursor on the 
Display window and dragging it diagonally on the Display 
window.  Then, a red rectangle box will appear to indicate the 
selected area. 
 
Note:  If you choose “Automatic Cropping” on the “Paper Tab”, 
then to select a scan area on the Preview tab is not allowed. 
 

 
 

The Preview Tab 
 
 
 

The Display 
Window 
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4.7 The Options Tab 

The Options tab allows you to set following additional image 
processing settings.   
 

 

The Option tab dialog box 
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Flip Side 
Rotation 

Select “fanfold” to rotate the image 
of the reverse side to 180 degrees.   

This is applied to double-sided 
document which are viewed in 
portrait are sometime fed into the 
scanner in landscape or vice versa.   

Choice: Book, Fanfold. 

If “Book” is selected, the image of 
the reverse side will not be rotated.  

 
The following illustration shows the documents which should 
be viewed in portrait are fed into the scanner in landscape 
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Rotate Image Choose the rotation angle from the 
drop down list if you wish to rotate 
your scanned image. 

Choice: None, 90°CW(clockwise), 
90°CCW(counter clockwise), 
180°. 

 

 

Original  
Rotate 90°CW 

 
Rotate 
90°CCW 

 

 

Rotate 180° 

 
 

Blank Page 
Removal 

Check if you wish to remove the 
blank page and move the slider to 
the left or right to your desired 
threshold.   
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Edge 
Fill 

Check White or Black if you wish to add white or 
black edge on the border of your scanned 
image. Enter the value from 0 to 5 mm.  Default 
value is 0. 

 
Original 

 
Edge Fill: 5mm (Black) 

 
Image 
Control 
Option 

Check the Mirror box if you wish to reverse the 
right and left side of your image. 

 
Original 

 
The Mirror Effect  
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Background 
Setting 

This option allows you to set your scan 
background. 
Choice: White Background, Black 
Background. 
 
   
 

 
White Background 

 

 
Black Background  
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4.8 The Setting Tab  

The Setting tab allows you to set the following settings: 

 

 

The Setting tab dialog box 
 
Energy Saving 
Control 

Check the Enable Energy Saver box 
and move the slider to the right to set 
the amount of time to start the energy 
saver after your last action. The range 
is from 1 to 240 minutes.  The default 
is 15 minutes. 
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Batch Scan 
Setting 
 

•Batch Scan 
To increase the scanning speed, the 
scanner first scans a few pages of your 
document and then sends these scanning 
data to the application.  Therefore, during 
scanning, the numbers of pages been 
scanned on the scanner is somehow 
different with the numbers of pages 
displayed on your computer screen.  
Choose this mode if you wish to complete 
your scanning task at the fastest speed. 
 
•Page Scan 
If you choose Page Scan, during scanning, 
the scanner will first scan only one page of 
your document and then send the scanned 
data to the application and then scan the 
next page and send the next data to the 
application, and so on.   Therefore, in this 
mode, the scanning speed is slower yet this 
helps to keep the same scanning progress 
between the scanner and your computer 
screen. 

 

Barcode 
Detection 

Check this option to enable detecting and 
recognizing barcode in your document. 
After the detecting process, an 
avbarcode.ini file will be generated and 
stored in your system drive, for example, 
Windows\avbarcode.ini.  
Note:  The availability of this feature varies 
based on type of scanner. 
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Show Scanning 
Progress 

Check and the scanning progress bar 
will be shown during scanning. 

Show Warning 
Message 

Check to show the warning messages 
such as “ADF pad count exceeds 
50,000 scans (the number varies based 
on type of scanner). Please replace the 
ADF pad and reset the pad count.” 

Save Settings 
after Closing 

Check to save your scanner properties 
settings after leaving the dialog box.  
Next time when you open the Scanner 
Properties dialog box, the previously 
saved settings will be shown. 
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4.9 The Information Tab  

The Information tab displays the following system and scanner 
information.  

 
 

The Information tab dialog box 
 
 

The “Report” button： 

If you encounter any error message while using the scanner, 
click the Report button.  A report.txt file (C:\AVxxx) will be 
generated.  Please send this file to the nearest service center 
for trouble shooting.   
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The “Reset Pad Count” button」： 

After scanning approximately 50,000 pages (the number varies 
based on type of scanner) through the Auto Document Feeder 
(ADF), the ADF pad may be worn out and you may experience 
problems with document feeding.  In this case, it is highly 
recommended to replace the ADF pad with a new one. (Please 
refer to the manual for proper replacing procedure.)  For 
ordering the ADF pad, please consult your nearest dealer.  
After replacing the ADF pad, click the “Reset Pad Count” 
button to reset the pad count.  

 

The “Reset Roller Count” button」： 

After scanning approximately 200,000 pages (the number 
varies based on type of scanner) through the ADF, the ADF 
roller may be worn out and you may experience problems with 
document feeding.  In this case, it is highly recommended to 
replace the ADF roller with a new one. (Note the replacement 
of the ADF roller has to be performed only by authorized 
service center.  Therefore, please return your scanner for roller 
replacement.)   After replacing the ADF roller, click the “Reset 
Roller Count” button to reset the roller count.   

Note： 
The lifetime and the replacing procedure vary based on type of 
scanner.  Please consult your nearest dealer for more details.   
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5. ISIS Interface operation 
 
 
 
 
The ISIS driver operation method is similar to the TWAIN’s. 
Every function on the ISIS interface screen is briefly described 
as below: 
 

 
 
Mode: select one of scan modes, including b/w, gray, color    

options. 

Dither: 5 halftone levels available, can be disabled. 

Dots per inch: select your desired resolution. 

Paper Size: select your desired paper size. 

Brightness: adjust your scan image brightness or darkness. 

Contrast: Adjust the range between the darkest and the 

lightest shades in the image. 

Default: click to reset all settings. 

Area: select your desired scan area or position. 
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6. Care and Maintenance 

6.1 Cleaning the ADF  

Your scanner is designed to be maintenance-free.  
However, it still needs to be cleaned occasionally to ensure 
optimum image quality and performance. 
 
The scanner parts may be contaminated with ink, toner 
particles or paper coatings.  As a result, the scanner needs to 
be cleaned occasionally particularly in the following cases: 

1. Documents do not feed smoothly or easily; 

2. Several documents feed at one time. 

The cleaning procedures  

1. Wet a cotton swab with some isopropyl alcohol. (95%) 

2. Open the ADF unit as shown below and wipe the upper 
feeding roller by moving the swab from side to side.  Rotate 
the roller forward with your finger and repeat the above 
cleaning procedures until the entire roller is cleaned.  Be 
careful not to snag or damage the pick springs. 

 

 



 

 6-2

 

 

 

3. Wipe the pad in the direction from top to bottom.  Be 
careful not to hook the pick springs. 

 

 

 

feeding 
roller 

ADF pad 
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6.2 Cleaning the Glass 

The procedures  

1)  Soak a cotton swab with some isopropyl alcohol. (95%) 
2) Open the ADF unit and document cover as shown below.  

Wipe the glass of flatbed and ADF area by moving the 
swab from side to side. 

3) Close the ADF unit and document cover. Your scanner is 
now ready for use. 

 
 

 
 

The cleaning area 

glass 
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6.3 Replacing the ADF detachable pad module 

After scanning approximately 100,000 pages through the 
ADF, the pad spring may be worn out and you may 
experience problems with document feeding.  In this case, it 
is highly recommended to replace the pad module with a new 
one.  For ordering the pad module, please consult your 
nearest dealer and follow the procedure in below to replace it.  

Removing Procedure 

1. Open the ADF front cover by pressing the button. 

2. Remove the ADF detachable pad module by pulling out 
the upper part of the pad clamp as shown in the figure 
below. 

 
 
 

 
 

Remove the pad module 
 

ADF Pad 
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7. Troubleshooting 
 

 
The scanner will automatically perform a simple self-test each 
time it is turned on.  This will help spot major system errors in 
the scanner itself. 

When the test is initiated, the READY LED is flashing.  When the 
test is completed, the READY LED is steadily on. 

If you have problems with the operation of your scanner, 
please check the following troubleshooting hints.  
 

7.1 Frequently asked Questions 

 
Question: The LED indicates that the scanner is ready, but 

the scanner does not respond to the scan 
command form the host computer. 

Answer: Please check the signal cable is firmly seated,  
and invoke the scan command again.  If there is 
still no response, please reset the scanner by 
turning it off and then on again, and reboot your 
host computer as well. 

 
Question:  Paper becomes jammed during scanning. 
Answer: 1) Open the ADF unit. 
 2) Pull out the jammed paper carefully. 
 3) Close the ADF unit. 
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Question:  More than one sheet of paper were fed into the  
  scanner. 
Answer: 1) Open ADF unit. 
 2) Remove the multi-fed sheets of paper. 
 3) Close the ADF unit. 
 4) Flatten the corners and edges; loosen the  
                  paper before reloading it in the paper guide. 
 5) Check the feeding roller condition and do the
   cleaning if necessary. 

Question:  Paper becomes skewed in the scanner. 
Answer: 1) Check the feeding roller condition; do the 

cleaning if necessary. 
 2) Use the paper guide when feeding the paper. 
 
Question:  When I power on the scanner, it makes noises  

and will not stand ready. 
Answer: There are two possibilities: 
 1) You forgot to remove the shipping lock from 

the   scanner.  Please remove the shipping lock 
first. 

 2) You did not place the scanner on a flat desktop   
surface. This may cause the scanner to function 
improperly. 

 

 

 

 

 

 

 

 



 User’s Manual 

 7-3

Question:  While scanning, the scanner often makes noises   
or it scans back and forth. 

Answer: Please choose lower speed from the TWAIN user 
 interface for low speed PC.  
 
 
Question:  The scanned image always comes out to be too  
                   dark. 
Answer: 1) Use your application to modify the Gamma 

setting to 2.2 and 1.8 for your printer and 
monitor respectively. 

 2) Adjust Brightness setting from the TWAIN 
          interface to get a brighter image. 
 
Question: The scanner works well except for the line art, 

the lines of which seem much thicker than the 
original. 

Answer: Increase the Brightness or adjust the Threshold 
setting to adjust the line art image.  
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7.2 Technical Service 

 
Technical support for Avision scanner is provided at Avision 
Technical Assistance Center (ATAC).  Before contact with ATAC, 
please prepare the following information. 
 
Scanner serial & revision number (located on the bottom 
of the scanner)Hardware configuration (e.g., your host CPU 
type, RAM size, free disk space, display card, interface card, 
etc.) 
The name and version of your software application 
The version of your scanner driver.  
 
Please call us at: 
 
 

US and Canada Area: Avision Labs. Inc. 
 

Address: 6815 Mowry Ave. Newark CA 94560,  
USA 

Telephone 
number: 

+1 (510) 739-2369 

Fax number:  +1 (510) 739-6060 
Web Site: http://www.avision.com 
E-mail: support@avision-labs.com 

Other Area: Avision Inc. 
 

Address: No.20, Creation Road I, Science-
Based   Industrial Park, Hsinchu,  
Taiwan, R.O.C. 

Telephone 
number: 

+886 (3) 578-2388 

Fax number: +886 (3) 577-7017 
Web Site: http://www.avision.com 
Email: service@avision.com.tw 
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8. Specifications 
 
 
 
 
All specifications are subject to change without notice. 
 
 

Scanner Type  ADF/Flatbed Desktop scanner 
Model Number 300400008 
Color Depth 24-bit color 
Optical Resolution up to 600 x 600 dpi 
Light Source Cold cathode fluorescent lamp 
Scanning Document 
Size 

ADF mode 11.8“ x 17” 
Flatbed mode 11.69“ x 17” 

Interface USB 2.0  
Power Requirement 
 

24Vdc/2.0A    

Power Consumption 
 

< 38.4W 
 

Dimension 514 x 505 x 115 mm (WxDxH) 
Weight 19.2 kgs  

     
      

 




