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The JPEG transfer function of the DR-5010C is
~ally available from both the




DR-5010C

N_ Specifications

Type Desktop sheetfed scanner
Document feeding Automatic or manual sheet feeding
Document size Width: 53 - 300 mm (2-11.8in.)

Length: 70 - 432 mm (2.75-17in.)

Document thickness and weight

U-Turn path: Automatic feeding: 0.06 - 0.15 mm, 52-128 g/m? (14-32 Ib bond)
Manual feeding: 0.05 - 0.2 mm, 42-157 g/m2 (11 - 40 Ib bond)
Straight path: Automatic feeding: 0.06 - 0.15 mm, 52-128 g/m? (14-32 Ib bond)

Manual feeding: 0.05 - 0.66 mm, 42 - 546 g/m? (11 -144 Ib bond)

Business card size and thickness Size: 53.9 x 85.5 mm (2.12x 3.36in.)
Thickness: 0.76 = 0.08 mm (0.03 £ 0.003 in.) or less

Feeding capacity 10 mm stack or 100 sheets of 80 g/m? (20 Ib bond)

Scanning element 3-line Contact Image Sensor (CMOS)

Light source LED (red, green, and blue)

Scanning side Simplex / Duplex

Scanning modes Black and White, Advanced Text Enhancement, High-Speed Text

Enhancement, Error Diffusion

256-level Grayscale, 24-bit Colour

Scanning resolutions 100 x 100 dpi, 150 x 150 dpi, 200 x 200 dpi, 240 x 240 dpi,
300 x 300 dpi, 400 x 400 dpi, 600 x 600 dpi
Scanning speed Black and White, 200 dpi: 50 ppm (Simplex), 100 ipm (Duplex)
(A4/LTR, Portrait, 200 dpi) 256-level Grayscale, 200 dpi: 50 ppm (Simplex), 100 ipm (Duplex)
24-bit Colour, 200 dpi: 50 ppm (Simplex), 100 ipm (Duplex)
Interface SCSI-II / Hi-Speed USB 2.0
Scanner driver ISIS/TWAIN
Useful functions Ultrasonic Double Feed Detection, Skew Detection,

Rapid Recovery System, Colour Dropout, Automatic Page Size
Detection, Text Orientation Recognition, Skip Blank Page, Deskew,
Gamma, MultiStream?®, Prescan, User Preferences

Power requirements AC100 - 120V (50/60 Hz), AC220 - 240V (50/60 Hz)

Power consumption 120W or less (Energy Saving Mode: éW or less)

Operating environment 10 - 32.5{C (50 - 90.5iF), Humidity: 20 - 80% RH

Dimensions (W x D x H) Feed trays closed: 398.4x 312 x 191.4 mm (15.6 x 12.3x 7.5in.)
Weight Approx. 10.5kg (23 Ib.)

Options/Consumables Barcode Module, Exchange Roller Kit

Specifications are subject to change without notice. Product names appearing in this brochure are trademarks and/or
registered trademarks of their respective owners.

Canon DR-5010C conforms to ENERGY STAR standards for energy efficiency

HI-SPEED

USB

Canon DR-5010C is compatible to USB2.0.

Easy Maintenance

To maintain optimal feeding precision and image quality. Canon recommends users fo periodically replace the
scanner's rollers. Thanks to the DR-5010C's user-friendly design, you can replace the rollers at your own convenience
using the Exchange Roller Kit (sold separately) — no service technician required. If your scanner's image sensor glass gets
scratched or damaged for any reason, it can be replaced with Sensor Glass Exchange (sold separately). Sensor glass
must only be replaced by certified service technicians.




Asia Pacific Network

1 HarbourFront Avenue
#04-01 Keppel Bay Tower
Singapore 098632

Tel: (65) 6799 8888

Fax: (65) 6799 8882

Brunei

Interhouse Company

No. 5-7 Bunut Jaya Complex
Simpang 574, Km 7 Jalan Tutong
Bandar Seri Begawan, BF1320
Brunei Darussalam

Tel: (673) 2 653001

Fax: (673) 2 653003

Cambodia

Royal Cambodia Co Ltd
#437 Preah Monivong Blvd
Phnom Penh

Kingdom of Cambodia
Tel: 85523 428 955

Fax: 855 23 722 961

India

Canon India Pvt. Ltd.

Neela Gagan Mandi Road
Mehrauli, New Delhi 110 030
India

Tel: (91) 11 680 6572 to 74
Fax: (91) 11 680 7180

Indonesia

P.T. Datascrip

Kawasan Niaga Selatan

Blok B Jalan B-15 No. 9

Kota Baru Bandar Kemayoran
Jakarta 10610 Indonesia

Tel: (62) 21 6544515

Fax: (62) 21 6544811 to 13

Malaysia

Pericom Imaging (Malaysia) Sdn Bhd
No.4 Jalan Anggerik Vanilla M31 /M, Kota
Kemuning Seksyen 31, 40460 Shan Alaom
Selangor Darul Ehsan, Malaysia

Tel: (603) 5124 8133

Fax: (603) 5124 9133

Maldives

SIMDI Company Pvt. Ltd. / SIMDI Office
Automation

G.Faith, Majeedhee Magu,

20139, Male, Republic of Maldives.

Tel: (960) 324819

Fax: (960) 318433

Myanmar

IKM Pte. Ltd.

Covent Garden Post Office
PO Box 2, Singapore 911631
Tel: (65) 6733 3600

Fax: (65) 6733 5255

Nepal

International Electronics Concern Pvt. Ltd.
Kha 14 1°' Floor Haratibhawan Putalisadak
Ramshah Path, Kathmandu, Nepal

PO Box 12588

Tel: (977) 1 4421991

Fax: (977) 1 4421909

Pakistan

Shirazi Trading Company (Pvt.) Ltd.

2nd Floor Nadir House Il Chundrigar Road
Karachi 74000 Pakistan

Tel: (92) 21 242407510 77

Fax: (92) 21 2414998

Philippines

Canon Marketing (Philippines) Inc.
Marvin Plaza Building

2153 Don Chino Roces Avenue
Makati City Metro Manila Philippines
Tel: (632) 812 6047

Fax: (632) 812 0067

Singapore

Pericom Imaging Singapore Pte Ltd
50 Bukit Batok Street 23, #07-19
Midview Building

Singapore 659578

Tel: (65) 6562 3756

Fax: (65) 6563 7705

Sri Lanka

Metropolitan Office (Pvt.) Ltd.

No. 85 Braybrooke Place Colombo 2
Sri Lanka

Tel: (94) 1437 797

Fax: (94) 1 448 980

Thailand

Canon Marketing (Thailand) Co. Ltd.
179 / 34-45 Bangkok City Tower

9th - 10th Floor South Sathorn Road
Thungmahamek Sathorn

Bangkok 10120, Thailand

Tel: (66) 2 344 9999

Fax: (66) 2 344 9960

Vietnam

Canon Singapore Pte. Ltd.

Ho Chi Minh City Representative Office

11 Me Linh Square, Ho Huan Nghiep Street
Ground Floor, District 1

Ho Chi Minh City, Vietham

Tel: (848) 827 7311

Fax: (848) 827 7283

Hanoi Representative Office

Unit 601 & 602, Viet Au Building
205 Giang Vo Street

Dong Da District, Hanoi, Vietham
Tel: (844) 512 1033

Fax: (844) 512 1022

Canon

Delighting You Always
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